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Company introduction

Dehe Technology Group Co., LTD. ("Dehe Technology" and "Group") was one of the early foam glass manufacturers in China.In 2001, Jiaxing Dehe Insulation Materials Co., Ltd was established.
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                			Cellular glass

				


				
					hrough high temperature foaming and annealling, is a new type of 
inorganic thermal insulation material composed by thousands of tiny
 uniform hermetically sealed glass cells.
				

                
                
               	
				Application
It is mainly used in the field of thermal insulation and energy saving of 
industrial cryogenic storage tanks, pipelines and equipment，
It can also be used in construction,thermal insulation......
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                			PIR / Polyisocyanurate (PIR) Foam

				


				
					The utility model relates to an organic low temperature heat insulation material, 
which has the characteristics of low thermal conductivity, wide operating temperature
 range and excellent size. Thermal conductivity ≤0.025 W·(m·K)-1, 
operating temperature range -196℃~120℃.
				

                
                
               	
				Application
It is mainly used for thermal insulation and energy saving 
in petroleum refining, LNG, LEG, LPG and other cryogenic devices,
 pipelines and storage tanks and other industrial cryogenic fields.
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                			Product Data of High Density PIR（HDPIR ）

				


				
					It has the function of supporting (supporting) and hanging pipe, 
and at the same time, it has the function of heat preservation,
thermal insulation features of pipe support, support, hanger.
				

                
                
               	
				Application
Mainly used in petrochemical plant, liquefied gas plant, 
freezer and central air conditioning system pipeline,
Equipment load bearing and insulation.
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TEL:

0086-573-82726231

E-mail: bruce@chinafoamglass.com/dehe@chinafoamglass.com

Address: NO.136, Tangqiao Street, Wangdian Town, Jiaxing City, Zhejiang Province, China
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We are recruiting regional agents,distributors,please contact with dehe@chinafoamglass.com.

I WANT TO JOIN



